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MCC-91 Temperature  Controller 

MCC91-SP        9/2010 

Features Description 
Error Codes When a fault is detected an error code flashes at the temperature display 

In Use Indicator Indicates that hot water is being supplied (i.e. a hot water tap is open). 

ON/OFF Button Used to turn the water heater ON or OFF. 

Priority Button / 
Indicator 

Indicates that this controller is setting the temperature .  Priority can be switched to another 
controller by pressing its Priority Button when no hot water is running. 

Temperature Display Shows the temperature setting. 

Thermostat Increases or decreases the temperature setting. 

The MCC-91 controller is for commercial and hydronic applications requiring higher temperatures.  When the 
MCC-91 controller is connected, these higher temperatures are available on all controller models in the system.   

Dimensions (inches):  3.5 W x 4.75 H x 0.75 D 
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• The controller should be out of 
reach of small children. 

• Avoid locations where the 
controller may become hot 
(near the oven or radiant 
heater). 

• Avoid locations in direct 
sunlight.  The digital display 
may be difficult to read in direct 
sunlight. 

• Avoid locations where the 
temperature controller could be 
splashed with liquids. 

• Do not install in locations 
where it can be adjusted by the 
public. 

Location 

Cable Lengths and Size 
The cable for the temperature controller should be a non-
polarized two-core cable with a minimum gauge of 22 
AWG.  The maximum cable length from each controller to 
the water heater depends on the total number of wired 
controllers connected to the water heater.   

Number of Wired 
Controllers 

Maximum Cable Length for each 
Controller to Water Heater 

1 328 ft (100 m) 

2 164 ft (50 m) 

3 or 4 65 ft (20 m) 


