Outdoor Heat Exchanger

REPLACEMENT INSTRUCTIONS

( Fixed Bypass Variable Bypass )
o 1 RE140e (REU-VE1720WD-US) 1 RE180e (REU-VE2432WD-US)
ForUse WithRinnaiTankless | RE160e (REU-VE2125WD-US) 1 RE199e (REU-VE2737WD-US)
Water Heaters | REP160e (REU-VEP2125WD-US)
\_ 1 REP199e (REU-VEP2730WD-US) )
AZ | F@' ure to correctly assemble the components according to these instructions may resultin
I w b L b elettric shock injury or death.
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To protect yourself from harm, before performing maintenance:

1 Turnoff the electrical power supply by unplugging the power cord or by turning off the electricity at the circuit
breaker. (The temperature controller does not control the electrical power.)

1 Turnoff the gas at the manual gas valve, usually located immediately below the water heater.

1 Turnoff theincoming water supply. This can be done at the isolation valve immediately below the water heater or
by turning off the water supply to the building.

ltems Inside Product Box

Before installation, please ensure all parts are located inside the product box.

Item Item Name Qty
Fixed Bypass | Variable Bypass

1 | Outdoor Heat Exchanger M M
2 | Small O-Ring (M10B-2-14) 0
3 | Medium O-Ring (M10B-2-16) M n
4 |Large O-Ring (M10B-2-18K) H H
5 | Thermistor O-Ring (M10B-2-4) M M
6 | Manifold Packings (Refer Figure 16 for details) b k!

Instructions
TOOLS/MATERIALS REQUIRED (3 Phillips head screwdriver

) 1Y LJ2 NIH—~

When following the instructions below, inspect any existing O-rings carefully, taking care not to scratch, damage, or
misplace the O-rings. Water heater with large HEX, variable bypass and without pump is shown as representative
for allillustrations and instructions unless otherwise specified.

1. Turnoff and disconnect 120 V power supply.

2. Turnoff water supply.

3. Turnoffgassupply.

4. Release pressure and drain water from water heater.

p ®Remove the bottom two screws securing front panel and open top two latches. Remove front panel.
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6. Remove all connector wires from top clamp. Disconnect two white connectors, an orange connector, anda
black connector (Figure 1).

Figure1

connector before dis-
connecting to distin-

7. Disconnect two flame rod connectors (Black) and an electrode connector (high tension connector) (Figure 2).

Figure 2 Note:
fos= 0 1. Black connector with Pink wire.

2. Electrode connector with sleeve.
3. Black connector with Yellow wire.

y ®Disconnect the main blue connector located under top clamp on the right side of water heater connecting sole-
noid harness to main PCB (Figure 3).

9. Remove one screw securing controller assembly to water heater (Figure 4). Position the controller to gainaccess
to theignitor assembly.
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10. Disconnect the black thermal fuse connector located near waterflow servo assembly (Figure 5).

Figure 5 N Sl T2

Thermal Fuse
Connector

11. Remove one screw securing ignitor assembly to water heater. Position ignitor assembly (Figure 6).

Figure 6
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Ignitor Assembly

12. Disconnect white fan motor connector located near fan motor assembly (Figure 7).

Figure7
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13. Remove one screw and one stop bracket connecting to the outlet pipe. Remove two screws and two pipe brack-
ets connecting to the two pipes on the bypass servo (Note: For models with fixed bypass, remove one screw and
one pipe bracket connecting a pipe on the bypass servo) (Figure 8).

Figure 8
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14. Remove two Hex/Phillips screws securing the gas valve assembly to gas manifold (Note: For models with pump,
remove two Hex/Phillips screws securing the gas valve assembly and remove top screw securing pump circuit
(Figure 9).
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Figure 9

For Model without Pump:
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Hex/Phillips Screws
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For Model with Pump:
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Top Screw Securing
Pump Circuit

Hex/Phillips Screws

15. Slide the gas pipe down with the gas valve assembly (Note: For models with pump, position pump circuit to gain
access and slide down the gas pipe valve assembly) (Figure 10).

16. Remove one pipe from hot water outlet and two pipes from bypass servo (Note: For models with fixed bypass,
remove one pipe from hot water outlet and one pipe from bypass servo) (Figure 11).

Figure 10 W— - Figure 11
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Pipes

17. Remove top two screws, two screws on bottom-left above fan, and one screw on bottom-right above PCB. Care-
fully pull out the Heat exchanger subassembly (includes heat exchanger, combustion fan assembly and burner
unitassembly). (Figure 12).
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Figure 12
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Heat Exchanger Subassembly
Note: Be careful not to damage pipes while pull-
ing out the heat exchanger subassembly.

18. Remove the retention clips connecting pipes to heat exchanger and position pipes (Figure 13).

Figure 13

Retention Clips

Note: Position the pipes closer to
heat exchanger since the thermal
fuse are still connected to the
pipes.

19. Remove existing O-rings and install new O-rings to the pipes. (Figure 14).

Figure 14
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20. Remove four screws securing fan motor assembly to heat exchanger. (Figure 15).

Figure 15

Screws

Fan Motor Assembly

21. Remove five screws securing manifold assembly to heat exchanger. (Note: If required after removing the manifold,
replace the current manifold packings with new manifold packings) (Figure 16).

Figure 16
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Note: Inspect Manifold Packings. If
required, replace manifold pack-
ings as shown for large HEX or
small HEX. Ensure that packings
are aligned properly to prevent
any leakage.

Manifold Assembly

For Model with Large HEX:
Manifold Upper
Packing (106000256)

Manifold Lower
Packing (106000258)

For Model with Small HEX:

Manifold Lower
Packing-Small
(106000259)

Manifold Upper Packing-
Small (106000257)
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22. Remove thermal fuse with thermal holder from existing heat exchanger and reassemble on the new heat ex-

changer (Figure 17).

Figure 17
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