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CHS13080HiN . ...........80 Gallon, 130,000 BTU 

CHS13080HiP . ...........80 Gallon, 130,000 BTU 

CHS16080HiN . ...........80 Gallon, 160,000 BTU 

CHS16080HiP . ...........80 Gallon, 160,000 BTU 

CHS19980HiN . ...........80 Gallon, 199,000 BTU 

CHS19980HiP . ...........80 Gallon, 199,000 BTU 

CHS160100HiN . .........100 Gallon, 160,000 BTU 

CHS160100HiP . .........100 Gallon, 160,000 BTU 

CHS199100HiN ...........100 Gallon, 199,000 BTU 

CHS199100HiP ...........100 Gallon, 199,000 BTU 

 For Indoor Commercial Applications Only: 
 Single Tankless H-Series Demand DuoÊ 
 This product is NOT intended for residential applications. 
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Thank you for purchasing Rinnaiôs Demand 
DuoÊ H-Series Commercial Hybrid Water 
Heating System. This manual provides 
information on the installation, operation, and 
maintenance of Rinnaiôs Demand DuoÊ H-Series 
Commercial Hybrid Water Heating System. Read 
this manual completely before installing or 
operating the system.  
This manual is a supplement to the 
Installation and Operation Manual for 
Condensing Tankless Water Heaters; refer to 
the tankless water heater installation and 
operation manual for complete water heater 
details, including:  

¶ Parameter Settings (High Altitude 
Adjustment, Vent Length Adjustment, and 
more)  

¶ Temperature Controller Installation  

¶ Performance Data  

¶ Diagnostic Codes 

¶ A trained and qualified professional must 
install the system, inspect it, and leak test it 
before use. The warranty may be voided due 
to any improper installation. 

¶ The trained and qualified professional should 
have skills such as: 

- Gas line sizing 

- Connecting gas lines, water lines, valves, 
and electricity 

- Knowledge of applicable national, state, 
and local codes 

- Installing venting through a wall or roof 

- Training in installation of tankless water  
heaters. Training on Rinnai Tankless 
Water Heaters is accessible at 
www.trainingevents.rinnai.us. 

¶ Read all instructions in this manual before 
installing the system. The system must be 
installed according to the exact instructions in 
this manual.  

¶ Proper installation is the responsibility of the 
installer.  

¶ When installation is complete, leave this 
manual with the system or give the manual 
directly to the consumer. 

¶ You must read the entire manual to 
properly operate the water heater and to 
have regular maintenance performed. 

¶ Keep this manual for future reference.  
¶ As when using any appliance generating 
heat, there are certain safety precautions 
you should follow. See the Safety 
Precautions section for detailed safety 
precautions.   

¶ Be sure your water heater is installed by a 
trained and qualified professional.  

¶ If installing in the state of Massachusetts, 
you must read the Massachusetts State 
Gas Regulations section in the tankless 
water heater installation and operation 
manual (supplied with tankless water 
heater).  

CƻǊ ¸ƻǳǊ wŜŎƻǊŘǎ 

5ŜŀƭŜǊ bŀƳŜΥ  

5ŜŀƭŜǊ tƘƻƴŜ ІΥ  

tǳǊŎƘŀǎŜ 5ŀǘŜΥ  

¢ŀƴƪ {ŜǊƛŀƭ ІΥ  

{ȅǎǘŜƳ {ŜǊƛŀƭ ІΥ  

¢ŀƴƪ {ŜǊƛŀƭ 
bǳƳōŜǊ [ŀōŜƭ 

{ȅǎǘŜƳ {ŜǊƛŀƭ 
bǳƳōŜǊ [ŀōŜƭ 
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This manual contains the following important 
safety symbols. Always read and obey all safety 
messages.  

This is the safety alert symbol. This 
symbol alerts you to potential hazards 
that can kill or hurt you and others. 

Indicates an imminently 
hazardous situation which, 

if not avoided, will result in personal injury or 
death. 

Indicates a potentially 
hazardous situation 

which, if not avoided, could result in minor or 
moderate injury. It may also be used to alert 
against unsafe practices. 

     DANGER 

     CAUTION 

Indicates a potentially 
hazardous situation 

which, if not avoided, could result in personal 
injury or death. 

     WARNING 

     WARNING 

¶ Before operating, smell all around the  
appliance area for gas. Be sure to smell next 
to the floor because some gas is heavier than 
air and will settle on the floor. 

¶ Keep the area around the appliance clear and 
free from combustible materials, gasoline, and 
other flammable vapors and liquids. 

¶ Combustible construction refers to adjacent 
walls and ceiling and should not be confused 
with combustible or flammable products and 
materials. Combustible and/or flammable 
products and materials should never be stored 
in the vicinity of this or any gas appliance. 

¶ Always check the water temperature before 
entering a shower or bath. 

¶ To protect yourself from harm, before  
performing maintenance: 

- Turn off the electrical power supply by  
unplugging the power cord or by turning off 
the electricity at the circuit breaker. (The 
ñOn/Offò button on the temperature control-
ler does not control the electrical power.) 

- Turn off the gas at the gas valve, usually 
located immediately before the water heat-
er. 

- Turn off the incoming water supply. This 
can be done at the isolation valve  
immediately before the water heater or by 
turning off the water supply to the building. 

¶ Use only your hand to push in or turn the gas 
control knob. Never use tools. If the knob will 
not push in or turn by hand, do not try to  
repair it; call a licensed professional. Force or 
attempted repair may result in a fire or explo-
sion. 

¶ Do not use this appliance if any part has been 
under water. Immediately call a  
trained and qualified professional to inspect 
the appliance and to replace any part of the  
control system and any gas control which has 
been under water. 

¶ Do not use substitute materials. Use only 
parts certified for the appliance. 

¶ Should overheating occur or the gas supply 
fail to shut off, turn off the manual gas control 
valve to the appliance. 

¶ Do not use an extension cord or an adapter 
plug with this appliance. 

¶ Any alteration to the appliance or its controls 
can be dangerous and will void the warranty. 

¶ If a water heater is installed in a closed water 
supply system, such as one having a  
backflow preventer in the cold water supply 
line, means shall be provided to control  
thermal expansion. Contact the water  
supplier or local plumbing inspector on how to 
control thermal expansion. 

Topics in this section 

¶ Safety Symbols 

¶ Safety Precautions 
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¶ Only trained and qualified professionals are 
permitted to adjust parameter settings.  

¶ Proper venting is required for the safe 
operation of this appliance. 

¶ Flammable liquids such as cleaning solvents, 
aerosols, paint thinners, adhesives, gasoline 
and propane must be handled and stored with 
extreme care. These flammable liquids emit 
flammable vapors and when exposed to an 
ignition source can result in a fire hazard or 
explosion. Flammable liquids should not be 
used or stored in the vicinity of this or any 
other gas appliance. 

¶ DO NOT operate the water heater without the 
front panel installed. The front panel should 
only be removed for service/maintenance or 
replacing internal components. 

¶ BURN HAZARD. Hot exhaust and vent may 
cause serious burns. Keep away from the 
water heater. Keep small children and animals 
away from the water heater. 

¶ Hot water outlet pipes leaving the water heater 
can be hot to touch.  

¶ Do not store or use gasoline or other 
flammable vapors and liquids in the vicinity of 
this or any other appliance. 

¶ Install the vent system per local and national 
codes. 

¶ Do not install this water heater above 10,200 ft 
(3,109 m). 

¶ Do not obstruct combustion air to the water 
heater.  

¶ Failure to properly vent this appliance can 
result in death, personal injury and/or property 
damage. 

¶ Rinnai recommends that every home have a 
carbon monoxide (CO) alarm inside or directly 
outside each bedroom or sleeping area. Check 
batteries monthly and replace them annually.  

DO NOT adjust the 
internal gas valve. The 
design is such that 

adjustment is not required. Warranty will be 
voided if the internal gas valve is adjusted. 

     WARNING 

¶ Keep the air intake location free of chemicals 
such as chlorine or bleach that produce 
fumes. These fumes can damage  
components and reduce the life of your  
appliance. 

¶ Make sure the water heater and its water 
lines are protected from freezing. Damage 
due to freezing is not covered by the  
warranty. 

FLAMMABLE 

Flammable Vapors                 

       WARNING 

FOR YOUR SAFETY                                                                         
Do not store or use gasoline or other                

flammable vapors and liquids in the vicinity of this 
or any other appliance. 

Hot water can be 
dangerous, especially for 
infants or children, the 
elderly, or infirm.  

There is hot water scald 
potential if the thermostat 
is set too high. 

Water temperatures over 
125ÜF (51ÜC) can cause 
severe burns or scalding 
resulting in death. 

Hot water can cause first degree burns with 
exposure for as little as: 

3 seconds at 140ÜF (60ÜC) 

20 seconds at 130ÜF (54ÜC) 

8 minutes at 120ÜF (48ÜC) 

Test the temperature of the water before placing 
a child in the bath or shower. 

Do not leave a child or an infirm person in the 
bath unsupervised. 

        5!bD9w 
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Figure 1: Components 

Gas Flex Line 

Flare Nut 
Adapter 

(Supplied but 
not installed) 

Pump 

Electric Conduit 

Dirt Leg 

Gas Swivel 

DuoSmartÊ  
Digital Controller 

Front Cover 

Topics in this section 

¶ Components 

¶ Specifications 

¶ Dimensions 
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Appliance  Type 
Commercial Hybrid Water Heating System Consisting of Condensing Tankless 

Water Heater, Insulated Storage Tank, Pump and Controller  

Model CHS199100Hi CHS160100Hi CHS19980Hi CHS16080Hi CHS13080Hi 

Minimum Gas Consumption Btu/hr (kW/hr)  15,000 (4.3)       

Maximum Gas Consumption Btu/hr (kW/hr)  199,000 (58.3) 160,000 (46.9) 199,000 (58.3) 160,000 (46.9) 130,000 (38.1) 

Tank Volume  119 Gallons (450 Liters)  80 Gallons (303 Liters) 

First Hour Delivery at 100ϲF Rise1 
317 Gallons 
(1,200 Liters)  

271 Gallons 
(1,026 Liters)  

290 Gallons 
(1,098 Liters)  

244 Gallons 
(924 Liters)  

209 Gallons 
(791 Liters)  

Product Weight  431 lb (195 kg)   429 lb (195kg) 307 lb (139 kg) 305lb (138 kg) 305lb (138 kg) 

Sound Level  49 dB 48 dB 49 dB 48 dB 48dB 

Installation Type Internal (Indoor) Commercial Applications  

Category Category IV  

Ignition System  Direct Electronic Ignition   

Water Supply Pressure  150 PSI (Maximum)  

Temperature Setting 98ÁF (37ÁC)  to 185ÁF (85ÁC)   
98ÁF (37ÁC)  to 
140ÁF (60ÁC)3   

Electrical Data  

Normal  265 W 223 W 265 W 233 W 219 W 

Standby  44 W 44 W 44 W 44 W 44 W 

Freeze Protection 148 W 148 W 148 W 148 W 148 W 

Max Current 5.5 A 5.5 A 5.5 A 5.5 A 5.5 A 

Fuse Tankless Water Heater Engine: 10 Amps, Controller: 10 Amps  

Gas Supply Pressure2  
Natural  3.5 - 10.5 in. w.c.  

Propane  8.0 - 13.5 in. w.c.  

By-Pass Flow Control  Electronic  

Connections  
Gas Supply Inlet:  3/4 in. MNPT        Hot Water Outlet:  1-1/2 in. MNPT                                                        

Cold Water Inlet:  1-1/2 in. MNPT  

Electric Connections  
Appliance: AC 120 Volts, 60Hz.  

Integrated Temperature Controller: DC 12 Volts (Digital)   

Water Temperature Control  Simulation Feed Forward and Feedback  

ENERGY STARÈ Certified (Tankless engine) Yes    

Complies with South Coast Air Quality 
Management District 14 ng/J or 20 ppm NOx 
Emission Levels  

Yes  

1First Hour Delivery Rating is a theoretical calculation based on 70% usable tank capacity (Tank Capacity x .70 + (recovery) = First Hour Delivery 
Rating 

2The maximum gas supply pressure must not exceed the value specified by the manufacturer.  
3Temperature limit of 185ϲF can be achieved using optional MCC-91 controller.  

Rinnai products are continually being updated and improved; therefore, specifications are subject to change without prior notice. 

Table 1: Specifications 
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Product    
Number 

Gas 
Type 

Input   
U.S. Gallon / HR Liters / HR at Temperature Rise Indicated 

Tank 
Capacity 

ÁF 30ÁF 40ÁF 50ÁF 60ÁF 70ÁF 80ÁF 90ÁF 100ÁF 110ÁF 120ÁF 130ÁF 140ÁF 

BTU/HR  kW  ÁC 17ÁC 22ÁC 28ÁC 33ÁC 39ÁC 44ÁC 50ÁC 56ÁC 61ÁC 67ÁC 72ÁC 78ÁC 

CHS199100Hi  NG/
LP   199,000  58  

119 Gals. GPH 780 585 468 390 334 292 260 234 213 195 180 167 

450 Liters LPH 2,953 2,214 1,771 1,476 1,264 1,105 984 886 806 738 681 632 

CHS160100Hi   NG/
LP    160,000   58   

119 Gals. GPH 627 470 376 314 269 235 209 188 171 157 145 134 

450 Liters LPH 2,374 1,780 1,424 1,187 1,017 890 791 712 647 593 548 509 

CHS19980Hi    NG/
LP     199,000    58    

80 Gals. GPH 780 585 468 390 334 292 260 234 213 195 180 167 

303 Liters LPH 2,953 2,214 1,771 1,476 1,264 1,105 984 886 806 738 681 632 

CHS16080Hi  NG/
LP     160,000    58    

80 Gals. GPH 627 470 376 314 269 235 209 188 171 157 145 134 

303 Liters LPH 2,374 1,780 1,424 1,187 1,017 890 791 712 647 593 548 509 

CHS13080Hi   NG/
LP     130,000    58    

80 Gals. GPH 509 382 306 255 218 191 170 153 139 127 118 109 

303 Liters LPH 1,929 1446 1,157 964 827 723 643 579 526 482 445 413 

Table 2: Recovery Capacity / Input 
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THIS SECTION IS INTENDED FOR THE 
INSTALLER 

Installer qualifications: A trained and qualified 
professional must install the appliance, 
inspect it, and leak test the Demand DuoÊ 
before use. The warranty may be voided due 
to any improper installation. The trained and 
qualified professional should have skills such 
as: Gas sizing; Connecting gas lines, water 
lines, valves, and electricity; Knowledge of 
applicable national, state, and local codes; 
Installing venting through a wall or roof; and 
training in installation of tankless water 
heaters. Training for Rinnai Tankless Water 
Heaters is accessible online at 
www.trainingevents.rinnai.us.  

¶ This water heater is suitable for combination 
water heating and space heating and not 
suitable for space heating applications only.    

¶ The installation must conform with local 
codes or, in the absence of local codes, with 
the National Fuel Gas Code, ANSI Z223.1/
NFPA 54, or the Natural Gas and Propane 
Installation Code, CSA B149.1.  

¶ The appliance, when installed, must be 
electrically grounded in accordance with local 
codes or, in the absence of local codes, with 
the National Electrical Code, ANSI/NFPA 70, 
or the Canadian Electrical Code, CSA C22.1. 

When installing the Demand DuoÊ, follow these 
guidelines: 

 DO NOT install the Demand DuoÊ Com-
mercial Hybrid Water Heating System out-
doors.  

 DO NOT install the water heater in an area 
where water leakage of the unit or connec-
tions will result in damage to the area adja-
cent to the appliance or to lower floors of 
the structure. When such locations cannot 
be avoided, it is required that a suitable 
drain pan, adequately drained, be installed 
under the water heater. The pan must not 
restrict combustion air flow. 

 DO NOT install the water heater in an area 
with negative air pressure.  

 DO NOT obstruct the flow of combustion 
and ventilation air.  

 DO NOT use this appliance in an applica-
tion such as a pool or spa heater that uses  
chemically treated water. This appliance is  
suitable for filling large or whirlpool spa tubs 
with potable water. 

 DO NOT use substitute parts that are not  
authorized for this appliance. 

Topics in this section 

¶ Installation Guidelines 

¶ What You Will Need 

¶ Choose an Installation Location 

¶ The appliance and its main gas valve must be 
disconnected from the gas supply piping sys-
tem during any pressure testing of that sys-
tem at test pressures in excess of 1/2 psi (3.5 
kPa) (13.84 in W.C.). For system testing at 
pressures less than or equal to 1/2 psi (3.5 
kPa) (13.84 in W.C.) the appliance must be 
isolated from the gas supply piping by closing 
its individual manual shutoff valve. 

¶ You must follow the installation instructions 
and those in the venting section for adequate 
combustion air and exhaust.   

¶ If a water heater is installed in a closed water 
supply system, such as one having a back-
flow preventer in the cold water supply line, 
means shall be provided to control thermal 
expansion. Contact the water supplier or local 
plumbing inspector on how to control thermal 
expansion. 

¶ Should overheating occur or the gas supply 
fail to shut off, turn off the manual gas control 
valve to the appliance. 

¶ Combustion air must be free of chemicals, 
such as chlorine or bleach, that produce 
fumes. These fumes can damage compo-
nents and reduce the life of your appliance. 
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Carefully unpack your system package and verify 
the following contents are included.  

If any items are damaged or missing, contact 
your local dealer/distributor or call Rinnai 
Customer Care at 1-800-621-9419. Do not 
attempt to use any item that appears damaged.  

Items included with system: 

¶ Rinnai Demand DuoÊ Commercial Hybrid 
Water Heating System 

¶ Temperature and Pressure Relief Valve  
(pre-installed on tank) 

¶ Pressure Relief Valve (pre-installed on the 
tankless water heater) 

¶ Installation and Operation Manual (this 
manual) 

¶ Installation and Operation Manual for 
Tankless Water Heater 

¶ 2 in. PVC Vent Screens (x2) and Vent 
Screen Screws 

¶ Gas Flex/Union 

To avoid danger of 
suffocation, keep 

plastic bags away from babies, small children 
and pets. Do not use these bags in cribs, beds, 
carriages, or playpens. The bags are not a toy. 

     WARNING 

¶ Threading machine with heads and oiler 

¶ Core drill with diamond head 

¶ Torch set 

¶ Copper tubing cutter 

¶ Steel pipe cutter 

¶ Heat tape  

¶ 5/8 in. ID PVC flexible tubing 

¶ Electrical wire  

¶ Concrete wall anchors 

¶ Optional pipe cover  

¶ PVC glue/cement and primer 

¶ 2 conductor 22 AWG wire for controller 

¶ Single gang electrical box 

¶ Wire nuts 

¶ Unions and drain valves 

¶ Drain pan 

¶ Earthquake strap 

When selecting an installation location, you must 
ensure that clearances will be met and that the 
vent length will be within required limits. Consider 
the installation environment, water quality, and 
need for freeze protection. Requirements for the 
gas line, water lines, electrical connection, and 
condensate disposal can be found in their 
respective installation sections in this manual. 

This section provides information on the 
importance of water quality to the Rinnai 
Tankless Water Heater. The information is 
intended to serve as general guidelines only and 
is not a complete list of water quality guidelines.  

Consideration of care for your water heater 
should  include evaluation of water quality. The 
water must be potable, free of corrosive chemi-
cals, sand, dirt, or other contaminants. It is up to 
the installer to ensure the water does not  
contain corrosive chemicals or elements that can 
affect or damage the Rinnai Commercial Hybrid 
Water Heating System. Water that contains 
chemicals exceeding the levels below can dam-
age the Rinnai Tankless Water Heater. Replace-
ment of components due to water quality dam-
age is not covered by the warranty.  

¶ Pipe wrenches (x2) 

¶ Phillips Head screwdriver 

¶ Adjustable pliers 

¶ Wire cutters 

¶ Gloves 

¶ Safety glasses 

¶ Level 

¶ Soap or gas leak detector solution 

¶ Approved venting 

¶ Teflon tape (recommended) or pipe com-
pound 

¶ Pipe insulation 

¶ Hammer drill with concrete bits 

¶ Saw 



 

Demand DuoÊ H-Series Installation and Operation Manual 14 

1. Choose the right hand truck to support the 
weight and size of the water heater. Refer to 
section ñ3.2 Specificationsò in this manual for 
specific weights and dimensions. 

2. Use proper lifting techniques to load the 
water heater onto the hand truck: 

¶ Position the water heater onto the hand 
truck so the weight is evenly balanced 
and the tank is touching the rails of the 
hand truck.  

¶ Secure the water heater to the hand 
truck: 

- Position STRAP A around the 
tankless unit as illustrated below.  

- Position STRAP B around the base 
of the tank below the lower 
enclosure. Do not add strap around 
the exhaust or vent connection.  

Contaminant Maximum Level 

Total Hardness Up to 200 mg/L 

Aluminum * Up to 0.2 mg/L 

Chlorides * Up to 250 mg/LL 

Copper * Up to 1.0 mg/L 

Dissolved Carbon Dioxide 
(CO2) Up to 15.0 mg/L 

Iron * Up to 0.3 mg/L 

Manganese * Up to 0.05 mg/L 

pH * 6.5 to 8.5 

TDS (Total Dissolved Solids) * Up to 500 mg/L 

Zinc * Up to 5 mg/L 

* Source: Part 143 National Secondary Drinking 
Water Regulations 

Air surrounding the water heater, venting, and 
vent termination(s) is used for combustion and 
must be free of any compounds that cause 
corrosion of internal components. These include 
corrosive compounds that are found in aerosol 
sprays, detergents, bleaches, cleaning solvents, 
oil based paints/varnishes, and refrigerants. The 
air in beauty shops, dry cleaning stores, photo 
processing labs, and storage areas for pool 
supplies often contains these compounds. 
Therefore, it is recommended to install as a direct 
vent (use outside air for combustion). In 
applications utilizing room air where there are 
high levels of particulates, Rinnai offers a room 
air screen. 
The water heater, venting, and vent termination
(s) should not be installed in any areas where the 
air may contain these corrosive compounds.  

If you install this water heater in an area that is 
known to have hard water or that causes scale 
build-up, the water must be treated and may 
require a more frequent flushing schedule. 
This water heater includes a service indicator 
(Service Soon, SS). When selected in the 
parameter settings, an SS code will display on 
the controller indicating that it is time to flush and 
service the water heater. Scale build-up is 
caused by hard water and can be accelerated if 
the water heater is set at a temperature above 

120ϲF.  

Rinnai offers Southeastern Filtrationôs 
ñScaleCutter Water Conditioning Systemò that 
offers superior lime scale prevention and 
corrosion control by feeding a blend of control 
compounds into the cold water supply. 

Lower 
Enclosure 

Strap A 

Strap B 

Figure 4: Transport 

Table 3: Water Quality Guidelines Do not store or use gasoline or other flammable 
vapors and liquids in the vicinity of this or ay 
other appliance.  

Flammable liquids such as cleaning solvents, 
aerosols, paint thinners, adhesives, gasoline 
and propane must be handled and stored with 
extreme care. These flammable liquids emit 
flammable vapors and when exposed to an igni-
tion source can result in a fire hazard or explo-
sion. Flammable liquids should not be used or 
stored in the vicinity of this or any other gas ap-
pliance.  
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Location Clearance 

Top 2 in. (51 mm)     
(0 in. from vent components) 

** Clearance for servicing the 
anode rods is  54 in. (137 cm) 
from the top of the water  
heater. 

Bottom 
(Ground) 

0 in.  

Front 6 in. (152 mm)   

* Clearance for servicing is 24 
in. (610 mm) in front of water 
heater. 

Back 0 in. 

Sides (Left and 
Right) 

0 in. 

0 in. Minimum 0 in. Minimum 

0 in. Minimum 

*6 in. Minimum 

Door 

** 12 in. Minimum              

               Lathw¢!b¢ 

Product installed in the state of California 
must be braced, anchored, or otherwise 
secured to avoid motion or falling during an 
earthquake. Contact the California Office of 
the State Architect located at 1102 Q Street, 
Suite 5100, Sacramento, CA 95811 for 
instructions. 

1. Loosen screws along the perimeter of the 
plastic enclosures. 

2. Remove plastic enclosures. 

3. Position straps around the tank per the re-
quirements of California Office of the State 
Architect. DO NOT POSITION THE STRAPS 
OVER PIPE, FITTINGS or WIRE.     

4. Replace the plastic enclosures. Modification 
of the plastic enclosures may be necessary 
to fit the enclosures over the earthquake 
straps. 

5. Replace the screws around the perimeter of 
the plastic enclosures. 

{¢w!t 

Plastic  
Enclosure  
(Side) 

Plastic  
Enclosure 
(Bottom) 

{¢w!t 

Figure 5: Clearances 

Figure 6: Earthquake Strapping 

Table 4: Clearances 
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  The water heater is not exposed to corrosive compounds in the air. 

  The water heater location complies with 
the required clearances.  

  
The planned combustion air and exhaust 
termination locations meet the required 
clearances. 

  
The water supply does not contain 
chemicals or exceed total hardness that 
will damage the heat exchanger. 

  
A standard 3 prong 120 VAC, 60 Hz 
properly grounded wall outlet or other 120 
VAC, 60 Hz source is available. 

  

The installation must conform with local 
codes or, in the absence of local codes, 
with the National Fuel Gas Code, ANSI 
Z223.1/NFPA 54, or the Natural Gas and 
Propane Installation Code, CSA B149.1.  

Use this checklist to ensure you have selected 
the correct location for the water heater. 
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¶ When installed as direct vent, refer to the 
Tankless Water Heater Installation and 
Operation Manual for a complete list of 
approved vent manufacturers and products. 
You must use vent components that are 
certified and listed with the water heater 
model. 

¶ Avoid dips or sags in horizontal vent runs by 
installing supports per the vent 
manufacturerôs instructions. 

¶ Support horizontal vent runs every four feet 
and all vertical vent runs every six feet or in 
accordance with local codes. 

¶ Venting should be as direct as possible with 
a minimum number of pipe fittings. 

¶ Engineered vent systems must be firmly 
pressed together so that the gaskets form an 
air tight seal. 

¶ The vent piece connected to the water heater 
must be secured with one self-tapping screw. 

¶ When installed as Non-Direct Vent (Room 
Air), the venting must be Category IV and of 
a type listed by a national recognized testing 
agency or PVC (when allowed by local code). 

     WARNING 

 DO NOT use cellular core PVC/CPVC. 

 DO NOT use Radel or galvanized materi-
al to vent this appliance. 

 DO NOT cover non-metallic vent pipe 
and fittings with thermal insulation. 

 DO NOT combine vent components from  
different manufacturers. 

 DO NOT reduce the vent diameter.  

 DO NOT connect the venting system with 
an  
existing vent or chimney. 

 DO NOT common vent with the vent pipe 
of any other manufacturerôs water heater 
or appliance.  

               Lathw¢!b¢ 

For venting information not specified in this 
section, refer to the Installation and Operation 
Manual for Condensing Tankless Water 
Heaters (supplied with each tankless water 
heater). This manual includes complete 
venting information, including approved vent 
manufacturers and terminations.  

Topics in this section 

¶ Venting Requirements 

¶ Select a Vent Type 

               Lathw¢!b¢ 

If it becomes necessary to access an 
enclosed vent system for service or 
repairs, Rinnai is not responsible for any 
costs or difficulties in accessing the vent 
system. The warranty does not cover 
obtaining access to a vent system in an 
enclosed environment. 

¶ If the vent system is to be enclosed, it is 
suggested that the design of the enclosure 
shall permit inspection of the vent system. 
The design of such enclosure shall be 
deemed acceptable by the installer or the 
local inspector. 

¶ Refer to the instructions of the vent system 
manufacturer for component assembly in-
structions. 
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1. Install the water heater. 

2. Determine the termination method ð
horizontal or vertical, concentric, or twin 
pipes, etc. 

3. Determine proper location for wall or roof 
penetration for each termination. 

4. Install termination assembly as described in 
this manual or in the vent manufacturerôs 
installation instructions.  

5. Install air and vent piping from water heater 
to termination. 

6. Slope horizontal exhaust run towards the 
water heater 1/4 in per foot. DO NOT slope 
combustion air pipe  
towards water heater.  

7. Install vent supports and brackets allowing 
for movement from expansion, or as per 
vent manufacturerôs  
instructions or local code requirements.  

8. Install vent screen (supplied with water heat-
er) on PVC combustion air and exhaust ter-
mination elbows as 
illustrated below.  

¶ Press vent screen inside of termination 
piece/elbow. 

¶ Secure vent screen to the elbow with 
screw provided. 

Check to determine whether local codes 
supersede the following clearances: 

¶ Avoid termination locations near a dryer 
vent. 

¶ Avoid termination locations near 
commercial cooking exhaust.  

¶ Avoid termination locations near any air 
inlets. 

¶ You must install a vent termination at least 
12 in above the ground or anticipated 
snow level. 

The vent for this appliance shall not terminate: 

¶ Over public walkways. 

¶ Near soffit vents or crawl space vents or 
other area where condensate or vapor 
could create a nuisance or hazard or 
cause property damage. 

¶ Where condensate or vapor could cause 
damage or could be detrimental to the 
operation of regulators pressure relief 
valves, or other equipment. 

Listed below are important considerations for 
locating vent termination under a soffit 
(ventilated or unventilated or eave vent; or to a 
deck or porch): 

¶ Do not install vent termination under a 
soffit vent such that exhaust can enter the 
soffit vent. 

¶ Install vent termination such that exhaust 
and rising moisture will not collect under 
eaves. Discoloration to the exterior of the 
building could occur if installed too close. 

¶ Do not install the vent termination too 
close under the soffit where it could 
present recirculation of exhaust gases 
back into the combustion air part of the 
termination. 

Figure 7: Vent Screen Assembly 



 

Demand DuoÊ H-Series Installation and Operation Manual          19 

Three types of venting options are available:  

Concentric Pipe 

Combustion air and exhaust vent directly through 
a single concentric connection. Hot exhaust exits 
through the interior tube, while combustion air 
enters through the outer layer. 

Exhaust 

Exhaust 

Combustion 
air  

Combustion 
air  

Combustion 
air  

Combustion 
air  

Exhaust 

Direct Vent Non-Direct (Room Air) Vent 

Multiple water heaters sharing a combustion air 
header and a separate exhaust header that vents  
directly through separate penetrations to 

Combustion Air 

Exhaust Exhaust 

Room Air  
For Combustion  

Twin Pipe 

Combustion air and exhaust vent directly 
through separate penetrations. 

Room air is used for combustion while exhaust vents to the outside. 

Multiple water heaters using room air for 
combustion while sharing an exhaust 
header that vents directly to the outside.  

Direct Vent  (Concentric Pipe and Twin Pipe)  м 

Non-Direct Vent  (Room Air) н 

Common Vent  (Indoor Units Only. Direct Vent and Non-Direct/Room Air Vent)  о 

Figure 8 

Figure 9 

Figure 10 

Figure 11 Figure 12 
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 /ŀƴŀŘƛŀƴ Lƴǎǘŀƭƭŀǝƻƴǎ  

ό/{! .мпфΦмύ 
¦Φ{Φ Lƴǎǘŀƭƭŀǝƻƴǎ 

ό!b{L ½нноΦм κbCt! рпύ  

wŜŦ 5ŜǎŎǊƛǇǝƻƴ 5ƛǊŜŎǘ ±Ŝƴǘ όLƴŘƻƻǊ ¦ƴƛǘύ 5ƛǊŜŎǘ ±Ŝƴǘ όLƴŘƻƻǊ ¦ƴƛǘύ 

! /ƭŜŀǊŀƴŎŜ ŀōƻǾŜ ƎǊŀŘŜΣ ǾŜǊŀƴŘŀΣ ǇƻǊŎƘΣ ŘŜŎƪΣ ƻǊ ōŀƭŎƻƴȅ мн ƛƴΦ όол ŎƳύ мн ƛƴΦ όол ŎƳύ 

. /ƭŜŀǊŀƴŎŜ ǘƻ ǿƛƴŘƻǿ ƻǊ ŘƻƻǊ ǘƘŀǘ Ƴŀȅ ōŜ ƻǇŜƴŜŘ ос ƛƴΦ όфм ŎƳύ мн ƛƴΦ όол ŎƳύ 

/ /ƭŜŀǊŀƴŎŜ ǘƻ ǇŜǊƳŀƴŜƴǘƭȅ ŎƭƻǎŜŘ ǿƛƴŘƻǿ ϝ ϝ 

5 ±ŜǊǝŎŀƭ ŎƭŜŀǊŀƴŎŜ ǘƻ ǾŜƴǝƭŀǘŜŘ ǎƻŶǘΣ ƭƻŎŀǘŜŘ ŀōƻǾŜ ǘƘŜ ǘŜǊƳƛƴŀƭ ǿƛǘƘƛƴ ŀ 
ƘƻǊƛȊƻƴǘŀƭ ŘƛǎǘŀƴŎŜ ƻŦ н Ɗ όсм ŎƳύ ŦǊƻƳ ǘƘŜ ŎŜƴǘŜǊ ƭƛƴŜ ƻŦ ǘƘŜ ǘŜǊƳƛƴŀƭ ϝ ϝ 

9 /ƭŜŀǊŀƴŎŜ ǘƻ ǳƴǾŜƴǝƭŀǘŜŘ ǎƻŶǘ ϝ ϝ 

C /ƭŜŀǊŀƴŎŜ ǘƻ ƻǳǘǎƛŘŜ ŎƻǊƴŜǊ ϝ ϝ 

D /ƭŜŀǊŀƴŎŜ ǘƻ ƛƴǎƛŘŜ ŎƻǊƴŜǊ ϝ ϝ 

I /ƭŜŀǊŀƴŎŜ ǘƻ ŜŀŎƘ ǎƛŘŜ ƻŦ ŎŜƴǘŜǊ ƭƛƴŜ ŜȄǘŜƴŘŜŘ ŀōƻǾŜ ƳŜǘŜǊκǊŜƎǳƭŀǘƻǊ 
ŀǎǎŜƳōƭȅ ϝ ϝ 

L /ƭŜŀǊŀƴŎŜ ǘƻ ǎŜǊǾƛŎŜ ǊŜƎǳƭŀǘƻǊ ǾŜƴǘ ƻǳǘƭŜǘ 

!ōƻǾŜ ŀ ǊŜƎǳƭŀǘƻǊ ǿƛǘƘƛƴ о Ɗ 
όфм ŎƳύ ƘƻǊƛȊƻƴǘŀƭƭȅ ƻŦ ǘƘŜ ǾŜǊǝŎŀƭ 
ŎŜƴǘŜǊ ƭƛƴŜ ƻŦ ǘƘŜ ǊŜƎǳƭŀǘƻǊ ǾŜƴǘ 
ƻǳǘƭŜǘ ǘƻ ŀ ƳŀȄƛƳǳƳ ǾŜǊǝŎŀƭ 
ŘƛǎǘŀƴŎŜ ƻŦ мр Ɗ όп Ƴύ 

ϝ 

W /ƭŜŀǊŀƴŎŜ ǘƻ ƴƻƴ-ƳŜŎƘŀƴƛŎŀƭ ŀƛǊ ǎǳǇǇƭȅ ƛƴƭŜǘ ǘƻ ōǳƛƭŘƛƴƎ ƻǊ ǘƘŜ 
ŎƻƳōǳǎǝƻƴ ŀƛǊ ƛƴƭŜǘ ǘƻ ŀƴȅ ƻǘƘŜǊ ŀǇǇƭƛŀƴŎŜ ос ƛƴΦ όфм ŎƳύ мн ƛƴΦ όол ŎƳύ 

Y /ƭŜŀǊŀƴŎŜ ǘƻ ŀ ƳŜŎƘŀƴƛŎŀƭ ŀƛǊ ǎǳǇǇƭȅ ƛƴƭŜǘ с Ɗ όмΦуо Ƴύ о Ɗ όфм ŎƳύ ŀōƻǾŜ ƛŦ ǿƛǘƘƛƴ  
мл Ɗ όо Ƴύ ƘƻǊƛȊƻƴǘŀƭƭȅ 

[ /ƭŜŀǊŀƴŎŜ ŀōƻǾŜ ǇŀǾŜŘ ǎƛŘŜǿŀƭƪ ƻǊ ǇŀǾŜŘ ŘǊƛǾŜǿŀȅ ƭƻŎŀǘŜŘ ƻƴ ǇǳōƭƛŎ 
ǇǊƻǇŜǊǘȅ т Ɗ όнΦмо Ƴύ ώмϐ ϝ 

a /ƭŜŀǊŀƴŎŜ ǳƴŘŜǊ ǾŜǊŀƴŘŀΣ ǇƻǊŎƘΣ ŘŜŎƪΣ ƻǊ ōŀƭŎƻƴȅ  мн ƛƴΦ όол ŎƳύ ώнϐ  ϝ 

Figure 13: Direct Vent Termination Clearances (For Concentric and Twin Pipe) 

Direct Vent   (Concentric Pipe and Twin Pipe)  м 

!Lw {¦tt[¸ Lb[9¢ 
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X

V

SNOW

TERMINATION

Clearance in

Ref. A also

applies to

anticipated

snow line

/ƭŜŀǊŀƴŎŜ ǘƻ ƻǇǇƻǎƛǘŜ ǿŀƭƭ ƛǎ нп ƛƴΦ όсл ŎƳύΦ  

ώмϐ ! ǾŜƴǘ ǎƘŀƭƭ ƴƻǘ ǘŜǊƳƛƴŀǘŜ ŘƛǊŜŎǘƭȅ ŀōƻǾŜ ŀ ǎƛŘŜǿŀƭƪ ƻǊ ǇŀǾŜŘ ŘǊƛǾŜǿŀȅ ǘƘŀǘ 
ƛǎ ƭƻŎŀǘŜŘ ōŜǘǿŜŜƴ ǘǿƻ ǎƛƴƎƭŜ ŦŀƳƛƭȅ ŘǿŜƭƭƛƴƎǎ ŀƴŘ ǎŜǊǾŜǎ ōƻǘƘ ŘǿŜƭƭƛƴƎǎΦ 

ώнϐ tŜǊƳƛǧŜŘ ƻƴƭȅ ƛŦ ǾŜǊŀƴŘŀΣ ǇƻǊŎƘΣ ŘŜŎƪΣ ƻǊ ōŀƭŎƻƴȅ ƛǎ Ŧǳƭƭȅ ƻǇŜƴ ƻƴ ŀ Ƴƛƴƛπ
ƳǳƳ ƻŦ ǘǿƻ ǎƛŘŜǎ ōŜƴŜŀǘƘ ǘƘŜ ƅƻƻǊΦ 

* /ƭŜŀǊŀƴŎŜǎ ŀǊŜ ƛƴ ŀŎŎƻǊŘŀƴŎŜ ǿƛǘƘ ƭƻŎŀƭ ƛƴǎǘŀƭƭŀǝƻƴ ŎƻŘŜǎ ŀƴŘ ǘƘŜ 
ǊŜǉǳƛǊŜƳŜƴǘǎ ƻŦ ǘƘŜ Ǝŀǎ ǎǳǇǇƭƛŜǊΦ ό5ŞƎŀƎŜƳŜƴǘ ŎƻƴŦƻǊƳŜ ŀǳȄ ŎƻŘŜǎ 
ŘΩƛƴǎǘŀƭƭŀǝƻƴ ƭƻŎŀǳȄ Ŝǘ ŀǳȄ ŜȄƛƎŜƴŎŜǎ Řǳ ŦƻǳƳƛǎǎŜǳǊ ŘŜ ƎŀȊΦύ 
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All terminations (horizontal and/or vertical) 
must terminate 12 in. (0.30 m) above grade or 
anticipated snow level. 

12 in. (0.30 m) 

.ŜǘǿŜŜƴ ǘŜǊƳƛƴŀƭǎ ŀǘ ǎŀƳŜ ƭŜǾŜƭ 

60 in. (1.52 m)  

Between terminals at different levels 

Note: 24 in. (0.61 m) 
to wall or parapet Combustion air and exhaust vent directly through 

a single concentric connection. Hot exhaust exits 

through the interior tube, while combustion air 

enters through the outer layer. 

Combustion 
air  

Exhaust 

Concentric Pipe Termination Clearances 

Direct Vent   (Concentric Pipe)  м 

Concentric Pipe Overview 

Combustion 
air  

Inside 
Corner 

12 in. 
(0.30 m)  

12 in. 
(0.30 m)  

60 in. (1.52 m) 
vertically  
between  
terminals 

Figure 14 

Figure 15 

Figure 16 

Figure 17 
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/ƻƴŎŜƴǘǊƛŎ  
±Ŝƴǘ 

Concentric Pipe Installation Instructions  

5ƛǊŜŎǘ ±Ŝƴǘ   ό/ƻƴŎŜƴǘǊƛŎ tƛǇŜύ  м 

/ƻƴŎŜƴǘǊƛŎ ±Ŝƴǘ aŀȄƛƳǳƳ 9ǉǳƛǾŀƭŜƴǘ [ŜƴƎǘƘ  

±Ŝƴǘ {ƛȊŜǎ н ƛƴΦ · п ƛƴΦ о ƛƴΦ · р ƛƴΦ 

±Ŝƴǘ [ŜƴƎǘƘǎ ср Ɗ όнл Ƴύ мрл Ɗ όпс Ƴύ 

¶ прϲ Ŝƭōƻǿ ƛǎ ŜǉǳƛǾŀƭŜƴǘ ǘƻ о Ɗ όм Ƴύ 
¶ флϲ Ŝƭōƻǿ ƛǎ ŜǉǳƛǾŀƭŜƴǘ ǘƻ с Ɗ όн Ƴύ 

Concentric Pipe Example Vent Applications 

Horizontal Wall 
Terminations 

 

 

2 in. x 4 in.  

3 in. x 5 in.  

Vertical Roof 
Terminations 

 2 in. x 4 in. and  
3 in. x 5 in.  

Concentric Pipe Maximum Vent Length 

1. Remove and discard screw from concentric 
flue connection.  

2. Remove exhaust adapter ring (discard 
for concentric venting configurations). 

3. Install the concentric vent. Ensure it is 
properly seated.  

4. Secure the vent pipe to the concentric flue 
connection with the supplied screw.  

               Lathw¢!b¢ 

Install the venting termination according to 
the diagrams and instructions in this manual. 
Slope the venting 1/4 in. per foot toward the 
appliance according to the vent 
manufacturerôs installation instructions. 
Dispose of condensate per local codes. 

Figure 18 

Figure 19 

Figure 20 

Figure 21 
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Twin Pipe Termination Clearances 

5ƛǊŜŎǘ ±Ŝƴǘ   ό¢ǿƛƴ tƛǇŜύ  м 

Combustion air and exhaust vent directly through 
separate penetrations. 

Twin Pipe Overview 

9ȄƘŀǳǎǘ 

/ƻƳōǳǎǝƻƴ 
ŀƛǊ  

For illustration purposes only. Listed equivalent length is based on worst case scenario of 3 X 90Á  
elbows or 18 equivalent ft.  

Twin Pipe Vertical Termination                                            
of Multiple Water Heaters 

12 in. (0.30 m) minimum 

12 in. (0.30 m) 
minimum above  
combustion air 
opening 

Roof 

12 in. (0.30 m) 
above grade or 
anticipated snow 
level                 

12 in. (0.30 m) 
minimum 

Combustion 
Air 

Exhaust 

Figure 22 

Figure 23 

Intake 

Ground/Grade/Snow Level 

60 in.  
min 

Indicates area in 
which intake  
cannot be located.  

12 in.  
min 

12 in.  
min 

12 in.  
min 

12 in.  
min 

12 in.  
min Intake 

Exhaust 

Intake 
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Twin Pipe Installation Instructions  

DO NOT apply PVC glues, solvents, or clean-
ers to the water heaterôs combustion air or 
exhaust gasket connections. Failure to cor-
rectly assemble the components according to 
these instructions may result in property dam-
age, personal injury, or death.  

     ²!wbLbD 

The water heater is equipped with a 2 in. (51 
mm) pipe connection. With the use of a pipe 
reducer, installers can use a 3 in. (76 mm) pipe 
for the combustion air and exhaust.  

мΦ Remove and discard the screw from the  
combustion air vent connection. 

Combustion Air 
Vent Pipe 

Supplied  
screw 

Exhaust Vent Pipe 

Supplied  
screw 

5ƛǊŜŎǘ ±Ŝƴǘ   ό¢ǿƛƴ tƛǇŜύ  м 

2. Remove and discard the combustion  
air vent cap.  

3. Install the combustion air vent pipe.  
Ensure it is properly seated.  

Secure the combustion air vent pipe to the  
combustion air vent connection with the  
supplied screw. 

 

пΦ Lƴǎǘŀƭƭ ǘƘŜ ŜȄƘŀǳǎǘ ǾŜƴǘ ǇƛǇŜΦ 9ƴǎǳǊŜ ƛǘ ƛǎ  
ǇǊƻǇŜǊƭȅ ǎŜŀǘŜŘΦ  

Secure the exhaust vent pipe to the exhaust  
adapter ring with the supplied screw. 

Figure 24 

Figure 25 

Figure 26 

Figure 27 
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2 in. or 3 in.  
PVC/CPVC 
IPEX / Royal 
Concentric  
Side Wall 
Termination 
Configuration  

 

 

 

2 in. or 3 in.  
PVC/CPVC 
IPEX /Royal  
Concentric  
Vertical 
Termination 
Configuration  

 

2 in. or 3 in.  
Schedule 40 
PVC/CPVC or 
ABS Snorkel  
Termination 
Configuration  

 

2 in. or 3 in.  
Schedule 40 
PVC/CPVC or 
ABS Standard  
upside down 
"U" Vertical Ter-
mination Con-
figuration  

 

2 in. or 3 in.  
Schedule 40 
PVC/CPVC or 

ABS 
Elbow or Tee 
Side Wall 
Termination 
Configuration  

 

2 in. or 3 in.  
Schedule 40 
PVC/CPVC or 
ABS Tee  
Vertical 
Termination 
Configuration  

 

2 in. or 3 in. 
PVC Low  
Profile 

Termination 
Configuration  

    

This configuration requires the use 
of a Concentric Vent Termination 

9ȄƘŀǳǎǘ ŀƴŘ 
ŎƻƳōǳǎǝƻƴ ŀƛǊ 
a¦{¢ bh¢ ōŜ 
ōǊƻǳƎƘǘ 
ǘƻƎŜǘƘŜǊ ƛƴǘƻ 
ŀ ǎƛƴƎƭŜ t±/ 
ǇƛǇŜ ǳǎƛƴƎ ŀ 
ǇƛǇŜ ŬǩƴƎΦ 

¢ǿƛƴ tƛǇŜ aŀȄƛƳǳƳ 9ǉǳƛǾŀƭŜƴǘ [ŜƴƎǘƘ ¢ŀōƭŜ 

±Ŝƴǘ {ƛȊŜǎ н ƛƴΦ όрм ƳƳύ о ƛƴΦ όтс ƳƳύ 

±Ŝƴǘ [ŜƴƎǘƘǎ ср Ɗ όнл Ƴύ мрл Ɗ όпс Ƴύ 

¶ прϲ Ŝƭōƻǿ ƛǎ ŜǉǳƛǾŀƭŜƴǘ ǘƻ о Ɗ όм Ƴύ 

¶ флϲ Ŝƭōƻǿ ƛǎ ŜǉǳƛǾŀƭŜƴǘ ǘƻ с Ɗ όмΦуо Ƴύ 

     ²!wbLbD 

Twin Pipe Example Vent Applications 

¢ǿƛƴ tƛǇŜ aŀȄƛƳǳƳ ±Ŝƴǘ [ŜƴƎǘƘ 

Direct Vent   (Twin Pipe)  м 

Slope horizontal exhaust 1/4 in. per foot towards the water heater. DO NOT slope combustion air pipe 
towards the water heater. 

9ȄƘŀǳǎǘ 
/ƻƳōǳǎǝƻƴ  
!ƛǊ 

{ƛƴƎƭŜ  
tƛǇŜ 

This configuration requires the use 
of a Concentric Vent Termination 
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  /ŀƴŀŘƛŀƴ Lƴǎǘŀƭƭŀǝƻƴǎ 
ό/{! .мпфΦмύ 

¦Φ{Φ Lƴǎǘŀƭƭŀǝƻƴǎ 
 ό!b{L ½нноΦм κbCt! рпύ  

wŜŦ 5ŜǎŎǊƛǇǝƻƴ hǘƘŜǊ ǘƘŀƴ ŘƛǊŜŎǘ ǾŜƴǘ 
όhǳǘŘƻƻǊ ǳƴƛǘ ŀƴŘκƻǊ wƻƻƳ !ƛǊύ   

hǘƘŜǊ ǘƘŀƴ ŘƛǊŜŎǘ ǾŜƴǘ 
όhǳǘŘƻƻǊ ǳƴƛǘ ŀƴŘκƻǊ wƻƻƳ !ƛǊύ   

! /ƭŜŀǊŀƴŎŜ ŀōƻǾŜ ƎǊŀŘŜΣ ǾŜǊŀƴŘŀΣ ǇƻǊŎƘΣ ŘŜŎƪΣ ƻǊ ōŀƭŎƻƴȅ мн ƛƴΦ όол ŎƳύ мн ƛƴΦ όол ŎƳύ 

. /ƭŜŀǊŀƴŎŜ ǘƻ ǿƛƴŘƻǿ ƻǊ ŘƻƻǊ ǘƘŀǘ Ƴŀȅ ōŜ ƻǇŜƴŜŘ ос ƛƴΦ όфм ŎƳύ п Ɗ όмΦн Ƴύ ōŜƭƻǿ ƻǊ ǘƻ ǎƛŘŜ ƻŦ ƻǇŜƴƛƴƎΤ 
м Ɗ όолл ƳƳύ ŀōƻǾŜ ƻǇŜƴƛƴƎ 

/ /ƭŜŀǊŀƴŎŜ ǘƻ ǇŜǊƳŀƴŜƴǘƭȅ ŎƭƻǎŜŘ ǿƛƴŘƻǿ ϝ ϝ 

5 
±ŜǊǝŎŀƭ ŎƭŜŀǊŀƴŎŜ ǘƻ ǾŜƴǝƭŀǘŜŘ ǎƻŶǘΣ ƭƻŎŀǘŜŘ ŀōƻǾŜ ǘƘŜ 
ǘŜǊƳƛƴŀƭ ǿƛǘƘƛƴ ŀ ƘƻǊƛȊƻƴǘŀƭ ŘƛǎǘŀƴŎŜ ƻŦ н Ɗ όсм ŎƳύ ŦǊƻƳ 
ǘƘŜ ŎŜƴǘŜǊ ƭƛƴŜ ƻŦ ǘƘŜ ǘŜǊƳƛƴŀƭ 

ϝ ϝ 

9 /ƭŜŀǊŀƴŎŜ ǘƻ ǳƴǾŜƴǝƭŀǘŜŘ ǎƻŶǘ ϝ ϝ 

C /ƭŜŀǊŀƴŎŜ ǘƻ ƻǳǘǎƛŘŜ ŎƻǊƴŜǊ ϝ ϝ 

D /ƭŜŀǊŀƴŎŜ ǘƻ ƛƴǎƛŘŜ ŎƻǊƴŜǊ ϝ ϝ 

I /ƭŜŀǊŀƴŎŜ ǘƻ ŜŀŎƘ ǎƛŘŜ ƻŦ ŎŜƴǘŜǊ ƭƛƴŜ ŜȄǘŜƴŘŜŘ ŀōƻǾŜ 
ƳŜǘŜǊκǊŜƎǳƭŀǘƻǊ ŀǎǎŜƳōƭȅ 

ϝ ϝ 

L /ƭŜŀǊŀƴŎŜ ǘƻ ǎŜǊǾƛŎŜ ǊŜƎǳƭŀǘƻǊ ǾŜƴǘ ƻǳǘƭŜǘ 

!ōƻǾŜ ŀ ǊŜƎǳƭŀǘƻǊ ǿƛǘƘƛƴ о Ɗ όфм ŎƳύ 
ƘƻǊƛȊƻƴǘŀƭƭȅ ƻŦ ǘƘŜ ǾŜǊǝŎŀƭ ŎŜƴǘŜǊ ƭƛƴŜ ƻŦ 
ǘƘŜ ǊŜƎǳƭŀǘƻǊ ǾŜƴǘ ƻǳǘƭŜǘ ǘƻ ŀ ƳŀȄƛƳǳƳ 

ǾŜǊǝŎŀƭ ŘƛǎǘŀƴŎŜ ƻŦ мр Ɗ όп Ƴύ 

ϝ 

W /ƭŜŀǊŀƴŎŜ ǘƻ ƴƻƴ-ƳŜŎƘŀƴƛŎŀƭ ŀƛǊ ǎǳǇǇƭȅ ƛƴƭŜǘ ǘƻ ōǳƛƭŘƛƴƎ ƻǊ 
ǘƘŜ ŎƻƳōǳǎǝƻƴ ŀƛǊ ƛƴƭŜǘ ǘƻ ŀƴȅ ƻǘƘŜǊ ŀǇǇƭƛŀƴŎŜ ос ƛƴΦ όфм ŎƳύ п Ɗ όмΦн Ƴύ ōŜƭƻǿ ƻǊ ǘƻ ǎƛŘŜ ƻŦ ƻǇŜƴƛƴƎΤ 

м Ɗ όолл ƳƳύ ŀōƻǾŜ ƻǇŜƴƛƴƎ 

Y /ƭŜŀǊŀƴŎŜ ǘƻ ŀ ƳŜŎƘŀƴƛŎŀƭ ŀƛǊ ǎǳǇǇƭȅ ƛƴƭŜǘ с Ɗ όмΦуо Ƴύ о Ɗ όфм ŎƳύ ŀōƻǾŜ ƛŦ ǿƛǘƘƛƴ мл Ɗ 
όо Ƴύ ƘƻǊƛȊƻƴǘŀƭƭȅ 

[ /ƭŜŀǊŀƴŎŜ ŀōƻǾŜ ǇŀǾŜŘ ǎƛŘŜǿŀƭƪ ƻǊ ǇŀǾŜŘ ŘǊƛǾŜǿŀȅ ƭƻŎŀǘŜŘ 
ƻƴ ǇǳōƭƛŎ ǇǊƻǇŜǊǘȅ 

т Ɗ όнΦмо Ƴύ ώмϐ ϝ 

a /ƭŜŀǊŀƴŎŜ ǳƴŘŜǊ ǾŜǊŀƴŘŀΣ ǇƻǊŎƘΣ ŘŜŎƪΣ ƻǊ ōŀƭŎƻƴȅ  мн ƛƴΦ όол ŎƳύ ώнϐ  ϝ 

Figure 28: Room Air Termination Clearances 

bƻƴ-5ƛǊŜŎǘ ±Ŝƴǘ   όwƻƻƳ !ƛǊύ  н 

!Lw {¦tt[¸ Lb[9¢ 
 

±9b¢ ¢9waLb![ 
 

!w9! ²I9w9 ¢9waLb![ 
L{ bh¢ t9waL¢¢¢95 

X

V

SNOW

TERMINATION

Clearance in

Ref. A also

applies to

anticipated

snow line

/ƭŜŀǊŀƴŎŜ ǘƻ ƻǇǇƻǎƛǘŜ ǿŀƭƭ ƛǎ нп ƛƴΦ όсл ŎƳύΦ  

ώмϐ ! ǾŜƴǘ ǎƘŀƭƭ ƴƻǘ ǘŜǊƳƛƴŀǘŜ ŘƛǊŜŎǘƭȅ ŀōƻǾŜ ŀ ǎƛŘŜǿŀƭƪ ƻǊ ǇŀǾŜŘ ŘǊƛǾŜǿŀȅ ǘƘŀǘ 
ƛǎ ƭƻŎŀǘŜŘ ōŜǘǿŜŜƴ ǘǿƻ ǎƛƴƎƭŜ ŦŀƳƛƭȅ ŘǿŜƭƭƛƴƎǎ ŀƴŘ ǎŜǊǾŜǎ ōƻǘƘ ŘǿŜƭƭƛƴƎǎΦ 

ώнϐ tŜǊƳƛǧŜŘ ƻƴƭȅ ƛŦ ǾŜǊŀƴŘŀΣ ǇƻǊŎƘΣ ŘŜŎƪΣ ƻǊ ōŀƭŎƻƴȅ ƛǎ Ŧǳƭƭȅ ƻǇŜƴ ƻƴ ŀ Ƴƛƴƛπ
ƳǳƳ ƻŦ ǘǿƻ ǎƛŘŜǎ ōŜƴŜŀǘƘ ǘƘŜ ƅƻƻǊΦ 

* /ƭŜŀǊŀƴŎŜǎ ŀǊŜ ƛƴ ŀŎŎƻǊŘŀƴŎŜ ǿƛǘƘ ƭƻŎŀƭ ƛƴǎǘŀƭƭŀǝƻƴ ŎƻŘŜǎ ŀƴŘ ǘƘŜ 
ǊŜǉǳƛǊŜƳŜƴǘǎ ƻŦ ǘƘŜ Ǝŀǎ ǎǳǇǇƭƛŜǊΦ ό5ŞƎŀƎŜƳŜƴǘ ŎƻƴŦƻǊƳŜ ŀǳȄ ŎƻŘŜǎ 
ŘΩƛƴǎǘŀƭƭŀǝƻƴ ƭƻŎŀǳȄ Ŝǘ ŀǳȄ ŜȄƛƎŜƴŎŜǎ Řǳ ŦƻǳƳƛǎǎŜǳǊ ŘŜ ƎŀȊΦύ 
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сл ƛƴΦ 

мн ƛƴΦ 

мн ƛƴΦ 
όлΦол Ƴύ 

LƴǎƛŘŜ 
/ƻǊƴŜǊ 

Exhaust Termination Clearances for Internal (Indoor) Room Air Applications 

bƻƴ-5ƛǊŜŎǘ ±Ŝƴǘ   όwƻƻƳ !ƛǊύ  н 

όмΦрн Ƴύ ǾŜǊǝŎŀƭƭȅ ōŜǘǿŜŜƴ ǘŜǊƳƛƴŀƭǎ 

¶ Installation of Non-Direct Vent (Room Air) must use listed category IV venting. 

¶ All terminations (horizontal and/or vertical) must terminate 12 in. above grade or anticipated 
snow level. 

               bh¢9 

Figure 29 
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For applications containing corrosive indoor air, 
this appliance must be installed as direct vent. 
DO NOT use room air in applications where 
combustion air contains acid forming chemicals 
such as sulfur, fluorine and chlorine. These 
chemicals have been found to cause rapid 
damage and decay and can become toxic when 
used as combustion air in gas appliances. Such 
chemicals can be found in, but not limited to 
bleach, ammonia, cat litter, aerosol sprays, 
cleaning solvents, varnish, paint and air 
fresheners. Do not store these products or similar 
products in the vicinity of this water heater. 

Unconfined Space 

An unconfined space is defined in National Fuel 
Gas Code, ANSI Z223.1/NFPA 54 as ña space 
whose volume is not less than 50 cubic feet per 
1000 Btu/hr (4.8 m3 per kW per hour) of the 
aggregate input rating of all appliances installed 
in that space. Rooms communicating directly with 
the space in which the appliances are installed, 
through openings not furnished with doors, are 
considered a part of the unconfined space.ò If the 
ñunconfined spaceò containing the appliance(s) is 
in a building with tight construction, additional 
outside air may be required for proper operation. 
Outside air openings should be sized the same 
as for a confined space. 

This water heater requires adequate combus-
tion air for ventilation and dilution of flue gas-
es. Failure to provide adequate combustion 
air can result in unit failure, fire, explosion, 
serious bodily injury or death. Use the follow-
ing methods to ensure adequate combustion 
air is available for correct and safe operation 
of this water heater. 

     ²!wbLbD 

Combustion Air 

Non-Direct Vent  (Room Air)  н 

Combustion air must be free of corrosive 
chemicals. Do not provide combustion air 
from corrosive environments. Appliance 
failure due to corrosive air is not covered by 
warranty. 

               Lathw¢!b¢ 

If ducts are used, the cross sectional area of 
the duct must be greater than or equal to the 
required free area of the openings to which 
they are connected. 

               bh¢9 

Confined Space  

A confined space is defined in the National Fuel 
Gas Code, ANSI Z223.1/NFPA 54 as "a space 
whose volume is less than 50 cubic feet per 
1000 Btu/hr (4.8 m3 per kW per hour) of the ag-
gregate input rating of all appliances installed in 
that space." Examples include a small room, 
closet, alcove, utility room, etc. A confined space 
must have two combustion air openings. Size 
the combustion air openings based on the BTU 
input for all gas utilization equipment in the 
space and the method by which combustion air 
is supplied.  

Using Indoor Air For Combustion:  

When using air from other room(s) in the build-
ing, the total volume of the room(s) must be of 
adequate volume (Greater than 50 cubic feet per 
1000 Btu/hr). Combustion air openings between 
joining rooms must have at least 1 square inch 
of free area for each 1000 Btu/hr, but not less 
than 100 square inches each. 

Using Outdoor Air For Combustion 

Outdoor air can be provided to a confined space 
through two permanent openings, one com-
mencing within 12 in. (0.30 m) of the top and 
one commencing within 12 in. (0.30 m) of the 
bottom, of the confined space. The openings 
shall communicate to the outside by one of two 
ways. 

When communicating directly with the outdoors 
through horizontal ducts, each opening shall 
have a minimum free area of 1 in2/2000 Btu/hr 
(1100 mm2/kW) of total input rating of all appli-
ances in the confined space.  
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      ²!wbLbD 
TO PREVENT POSSIBLE PERSONAL INJURY 
OR DEATH DUE TO ASPHYXIATION, 
COMMON VENTING WITH OTHER 
MANUFACTURERôS INDUCED DRAFT 
APPLIANCES IS NOT ALLOWED. 

Location 

To maintain proper circulation of combustion air 
two permanent openings (one upper, one lower) 
must be positioned in confined spaces. The up-
per shall be within 12 in. (0.30 m) of the top of 
the confined space and the lower opening shall 
be within 12 in. (0.30 m) of the bottom of the 
confined space. Openings must be positioned as 
to never be obstructed. 

Louvers and Grills 

When sizing the permanent opening considera-
tion must be taken for the design of the louvers 
or grills to maintain the required free area re-
quired for all gas utilizing equipment in the 
space. If the free area of the louver or grill de-
sign is not available, assume wood louvers will 
have 25% free area and metal louvers or grills 
will have 75% free area. Under no circumstance 
should the louver, grill or screen have openings 
smaller than 1/4 in.  

Free Area = Height x Length x % Free Area 

Wood: 18 in. x 24 in. x 0.25 = 108 in.2  

Metal: 18 in. x 24 in. x 0.75 = 324 in.2   

Non-Direct Vent  (Room Air)  н 

Combustion Air (Continued) 

24 in. 
(600 mm) 

18 in.      
(450 mm) 

Combustion air provided to the appliance 
should not be taken from any area of the 
structure that may produce a negative 
pressure (i.e. exhaust fans, powered 
ventilation fans). 

               Lathw¢!b¢ 

Figure 30 
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Exhaust 

Vent termination per ANSI Z223.1/NFPA 54.  For 
clearances not specified in ANSI Z223.1/NFPA 54, 
clearances are in accordance with local installation 
codes and the requirements of the gas supplier. 

Non-Direct Vent   (Room Air)  н 

Figure 31 
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мΦ Remove and discard screw from combustion 
air vent connection. 

2. Remove and discard the combustion air  
vent cap. 

3. Install the combustion air vent pipe. Ensure it 
is properly seated. 

Secure the combustion air vent pipe to the 
combustion air vent connection with the 
supplied screw.   

4. Place the vent screen or room air screen 
inside elbow and secure with the supplied 
screw. Use the room air screen for 
environments where room air is dusty. 

5. Install the exhaust vent pipe. Ensure it is 
properly seated. 

Secure the exhaust vent pipe to the exhaust 
adapter ring with the supplied screw.  

Combustion Air Vent 
Pipe 

Supplied  
screw 

Supplied 
screw 

Supplied 
screw 

Exhaust Vent Pipe 

Non-Direct Vent (Room Air) Installation 
Instructions  

Non-Direct Vent  (Room Air)  н 

Elbow 

Vent  
Screen 

¶ 2 in. vent screen supplied with water 
heater.  

¶ Room air screen is available as an 
accessory. 

               bh¢9 

Glue elbow to the combustion air PVC vent pipe 
per manufacturerôs instructions. 

Figure 32 

Figure 33 

Figure 34 

Figure 35 

Figure 36 
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2 in. or 3 in.  
Schedule 40 
PVC/CPVC 
Snorkel  
Termination 
Configuration  

 

2 in. or 3 in.  
Schedule 40 
PVC/CPVC 
Standard 
Upside Down 
"U" Vertical 
Termination 
Configuration  

 

2 in. or 3 in. 
Schedule 40 
PVC/CPVC  
Elbow or Tee 
Side Wall 
Termination 
Configuration   

2 in. or 3 in.  
Schedule 40 
PVC/CPVC  
Tee Vertical 
Termination 
Configuration  

 

 

 

 

 

Non-Direct Vent (Room Air) Example Vent Applications 

Non-Direct Vent (Room Air) Maximum Vent Length 

Non-Direct Vent   (Room Air)  н 

Room Air Maximum Equivalent Length Table 

Vent Sizes 2 in. (51 mm) 3 in. (76 mm) 2 in. (51 mm) Ubbink Flex 

Vent Lengths 65 ft (20 m) 150 ft (46 m) 50 ft (15 m) 

¶ 45Á elbow is equivalent to 3 ft (1 m) 

¶ 90Á elbow is equivalent to 6 ft (2 m) 

Slope horizontal exhaust 1/4 in. per foot towards the water heater.  

PP Flex Venting  

B-Vent Pipe 
4 in. (102 mm)  

Ubbink flexible venting 
approved for vertical 
non-direct vent (room 
air) applications only. 
Refer to the flex vent 
manual for further  
details.  
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When installing Common Vent, follow these 
guidelines: 

¶ Vent system must be supported according to 
the vent manufactureôs installation 
instructions.  

¶ Venting should be as direct as possible with 
a minimum number of fittings. 

¶ The common vent system must only be 
installed by a trained and qualified 
professional. 

Common Vent Termination Clearances 

¶ Vent termination per ANSI Z223.1/NFPA 54.  
For clearances not specified in ANSI Z223.1/
NFPA 54, clearances are in accordance with 
local installation codes and the requirements 
of the gas supplier. 

Common venting allows multiple Rinnai Tankless 
Water Heaters to share the same vent system.  

Rinnai water heaters can only be common vented 
with Schedule 40 PVC/CPVC or with the Rinnai 
certified common vent system. 

Example: Rinnai Common Venting  

Example: Schedule 40 PVC/CPVC  
Common Vent 

 DO NOT obstruct combustion air flow or 
exhaust gas flow in the venting system. 

 DO NOT install the water heater in an area 
with negative air pressure.  

 DO NOT combine the common vent system 
with existing vents, chimneys, or vent pipes 
connected to other water heaters, boilers or 
appliances. 

 DO NOT common vent different Rinnai 
models in a single common vent system.  

 DO NOT use cellular core PVC/CPVC, 
Radel or galvanized materials. 

 DO NOT combine vent components from 
different manufacturers. 

     ²!wbLbD 
 DO NOT slope the combustion air pipe to-
ward unit. Failure to comply with this warn-
ing could result in property damage, person-
al injury, or death. 

 DO NOT apply PVC/CPVC glues, solvents, 
or cleaners to the tankless water heaterôs 
intake or exhaust gasket connections. Fail-
ure to correctly assemble the components 
according to these instructions may result in 
property damage, personal injury, or death.  

Common Vent   
(Indoor Units Only. Direct Vent and 
Non-Direct/Room Air Vent)  

о 

General Guidelines 

¶ Use only the materials listed in this manual 
for vent, air intake pipe, and fittings. Failure 
to comply with this warning could result in 
property damage, personal injury, or death.  

¶ When cutting vent components, ensure that 
the cuts are straight. 

¶ Chamfer and deburr all edges before in-
stalling the components. 

¶ Vent joints must not leak. Confirm gas tight 
connections of every vent joint. 

¶ Before operating the water heater(s), ensure 
vent system is clean and free of debris. 

Figure 37 
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For the table below:  

¶ Header is the main vent pipe into which sev-
eral vents connect 

¶ Vent Length is the distance from the end of 
the header to the vent termination. 

¶ Maximum vent length starts at the end of the 
header system. 

¶ Use 10 ft (3 m) as equivalent vent length for 
90Á elbows. 
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Figure 38 
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Manufacturer Phone  Web Site 

Ubbink 800-621-9419 www.rinnai.us 

      

790096 

790095 

CVent Roof Termination 6 in. 

CVent Roof Termination 4in. 

   

5 

790125 CVent Roof Termination 3 in. 

   

5 

790094 

790093 

90124 

CVent Wall Terminal Kit 6 in. 

CVent Wall Terminal Kit 6 in. 

CVent Wall Terminal Kit 6 in. 

   
5 

780061 

780060 

Intake Rain Cap 6 in. 

Intake Rain Cap 4 in. 

   
N/A 

790098 

790097 

Exhaust Flue Rain Cap 6 in. 

Exhaust Flue Rain Cap 4 in. 

   
N/A 
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Diagram 

Part Number 
Product  
Description 

Rinnai Common Vent Terminations (Ubbink C-Vent) 

Various 3 in., 4 in. and 6 in. Schedule 40 PVC/CPVC Terminations 
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When installing PVC/CPVC Common Vent, 
follow these guidelines: 

¶ Avoid sharp bends or tees in the vent 
system. These vent components create 
additional restrictions that could reduce 
performance of the water heaters. 

¶ PVC combustion air and exhaust should 
terminate with elbow or tee pointing down. 
This will stop unwanted moisture from 
entering the vent system. 

¶ Fire rated penetrations shall be firestopped. 
Contact your vent supplier or local firestop 
manufacturer for appropriate firestop 
methods. 

¶ Examine all vent components for damage 
prior to installation. 

¶ PVC/CPVC vent systems must be free to 
expand and contract. Refer to the vent 
manufacturerôs installation instructions for 
appropriate support methods. 

¶ PVC/CPVC venting must include unrestricted 
vent movement through walls, ceilings, and 
roof penetrations. 

¶ Use only PVC/CPVC primer and cement 
approved for use by the vent manufacturer. 

¶ Keep solvents away from heat, sparks, 
flames and all other sources of ignition.  

¶ Do not solder, cut or weld until all vapors 
have dissipated.  

¶ PVC solvents are heavier than air causing 
them to settle at low points of the system.  

¶ Before using PVC solvent 
-  Disconnect power to the water heater. 
-  Remove the front cover of the water 
heater. 

-  Ensure areas around the water heater 
and PVC venting are all well ventilated. 

- Allow all vapors to dissipate before 
applying power to the system or 
introducing any other source of ignition.  

PVC solvents (primer 
and glue) can be 

extremely flammable. Vapors may cause a 
flash fire or explosion resulting in property 
damage, personal injury or death. 

     WARNING 

DO NOT  

 DO NOT mix vent pipe, fittings or joining 
methods from different vent manufacturers. 

 DO NOT attempt to repair damaged vent. 
Damaged vent components must be re-
placed. 

 DO NOT use short radius elbows in the com-
mon vent system. 

ACCEPTABLE ACCEPTABLE 

90Á Elbows, Long 
Sweep 

90Á Elbows, Short 
Sweep 

  

I9!59w ±9b¢ 

PVC/CPVC Common Vent Installation 

¶ Refer to vent manufacturerôs installation in-
structions for proper joint assembly proce-
dures and products. 

¶ PVC/CPVC common venting should include a 
condensate drain and trap between the head-
er and vent length. Condensate trap must 
include a loop that can hold 6 in. (15 cm) of 
water. See ñPVC/CPVC Common Vent Instal-
lationò illustration on this page.  

NOT ACCEPTABLE 

90Á Elbows,  
Close Turn 

 

Figure 39 
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Water discharged from the pressure relief valve 
could cause severe burns instantly or death from 
scalds. 

     WARNING 

An approved pressure relief valve (preinstalled) is 
required by the American National Standard 
(ANSI Z21.10.3) for all water heating systems 
and shall be accessible for servicing. 

DO NOT 

¶ Do not plug the relief valve and do not install 
any reducing fittings or other restrictions in the 
relief line. The relief line should allow for 
complete drainage of the valve and the line. 

¶ Do not place any other type valve or shutoff 
device between the relief valve and the water 
heater. 

Install the Temperature-Pressure Relief (T&P) 
Valve according to these instructions.   

The tank portion of this system is provided with a 
combination T&P relief valve. For safe operation 
of the water heater, the relief valve(s) must not be 
removed from its designated point of installation 
or plugged.                                                                                               

An approved T&P relief valve is required by the 
American National Standard (ANSI Z21.10.3) for 
all water heating systems, and shall be 
accessible for servicing. 

DO NOT 

¶ Do not plug the T&P relief valve and do not 
install any reducing fittings or other restrictions 
in the relief line. The relief line should allow for 
complete drainage of the T&P relief valve and 
the line. 

¶ Do not place any other type valve or shut off 
device between the relief valve and the water 
heater. 

¶ Do not pipe T&P relief valve, pressure relief  
valve, and/or condensate drain together into a 
common pipe. 

MUST DO 

¶ The T&P valve must comply with the standard 
for Relief Valves and Automatic Gas Shutoff 
Devices for Hot Water Supply Systems ANSI 
Z21.22 and /or the standard Temperature, 
Pressure, Temperature and Pressure Relief 
Valves and Vacuum Relief Valves, CAN1-4.4.   

Topics in this section 

¶ Pressure Relief Valve Requirements 
¶ Temperature - PRV Requirements 
¶ Connect the Water Heater to the Water  
Supply 

¶ Typical Installations 
¶ Piping Diagram for Basic Installations 
¶ Piping Diagram for Multiple Unit Installations 

¶ The relief valve is installed near the tankless 
hot water outlet.  

INFORMATION 

If a relief valve discharges periodically, this may 
be due to thermal expansion in a closed water 
supply system.  Contact the water supplier or 
local plumbing inspector on how to correct this 
situation. Do not plug the relief valve. 

MUST DO 

¶ The relief valve must comply with the standard 
for Relief Valves and Automatic Gas Shutoff 
Devices for Hot Water Supply Systems ANSI 
Z21.22 and /or the standard Temperature, 
Pressure, Temperature and Pressure Relief 
Valves and Vacuum Relief Valves, CAN1-4.4.   

¶ The pressure relief valve must be rated up to 
150 psi and to at least the maximum Btu/hr of 
the appliance. 

¶ The discharge from the pressure relief valve 
should be piped to the ground or into a drain 
system per local codes.  

¶ The pressure relief valve must be manually 
operated once a year to check for correct oper-
ation. 
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Water connections to the Commercial Hybrid 
System should follow all state and local plumbing 
codes. 

If this is a standard installation, refer to section 
ñ6.5 Piping Diagram for Basic Installations.ò 

1. Use of this layout should provide a trouble-
free installation for the life of the water heater. 
Before making the plumbing connections, 
locate the COLD water inlet and the HOT 
water outlet.  

¶ The COLD water inlet is a 1-1/2 in. MNPT 
fitting on the lower portion of the tank 
below the tankless unit. 

¶ The HOT water outlet is a 1-1/2 in. MNPT  
fitting located at the top of the tank. Install 
a shut-off valve close to the water heater 
in the cold water line. It is recommended 
that unions be installed in the cold and 
hot water lines so that the water heater 
can be easily disconnected, if servicing is 
required. 

2. When assembling the hot and cold piping, 
use a good food grade pipe joint compound, 
and ensure all fittings are tight. It is 
imperative that open flame is not applied to 
the inlet and outlet fittings, as heat will 
damage or destroy the plastic lined fittings. 
This will result in premature failure of the 
fittings, which is not covered by the 
warranty. 

DO NOT OPERATE THIS WATER HEATER 
UNLESS IT IS COMPLETELY FULL OF 
WATER. To prevent damage to the water heater, 
all air must be relieved from the system and a hot 
water fixture must be flowing water before the 
water heater is plugged in and turned on. To 
ensure safe and effective operation of the water 
heater, use the following filling procedure. To fill 
the water heater: 

1. Ensure the drain valve located at the bottom 
of the tank is closed. 

2. Open the nearest hot water fixture in the 
plumbing system. 

3. Open the cold water supply valve to the water 
heater. 

4. Keep the hot water fixture open until the tank 
is filled and constant flow is obtained at the 
fixture. 

5. Check water heater connections and 
plumbing system for damage or leaks. Repair 
if needed. 

     NOTICE 
DO NOT OPERATE THIS WATER HEATER  
UNLESS IT IS COMPLETELY FULL OF  
WATER. 

¶ The T&P relief valve must be rated up to 150 
psi and to at least the maximum Btu/hr of the 
appliance. 

¶ The discharge from the T&P relief valve should 
be piped to the ground or into a drain system 
to prevent exposure or possible burn hazards 
to humans or other plant or animal life. Follow 
local codes. Water discharged from the relief 
valve could cause severe burns instantly, 
scalds, or death. 

¶ The T&P relief valve must be manually operat-
ed once a year to check for correct operation. 

Condensate can form in the vent of high  
efficiency direct vent appliances. Without proper 
drainage, condensate will damage the heat ex-
changer. Refer to Rinnai Tankless Water Heater 
Installation and Operation Manual for condensate 
guidelines. 

To prevent condensate damage, follow these 
instructions. 

DO NOT 

¶ Do not connect the condensate drain pipe di-
rectly to the rain sewer. 

¶ Do not connect the condensate drain line with 
an air conditioning evaporator coil drain. 

¶ Do not pipe condensate drain, temperature-
pressure relief valve, and/or pressure relief  
valve together into a common pipe. 

¶ Do not install an external condensate trap.  
The tankless water heater has an integrated 
condensate trap. 

MUST DO 

¶ Use only venting that is approved and identi-
fied as acceptable for your particular model. 
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¶ Slope the venting toward the appliance 
according to the vent manufacturerôs 
installation instructions. 

¶ All condensate must drain and be disposed of 
according to local codes. 

¶ Use only corrosion resistant materials for the 
condensate drain lines such as PVC pipe or 
plastic hose. 

¶ The condensate drain pipe (along its entire 
length) must be at least the same diameter as 
the drain line, (1/2 inch NPT).   

¶ The end of the condensate drain pipe should 
be open to the atmosphere. The end should 
not be under water or other substances.   

¶ To minimize freezing of the condensate, run 
the condensate drain line through an interior 
wall or between insulation and an interior wall. 

¶ Ensure that condensate drain, PRV, and T&P 
relief valve are piped separately to their own 
dedicated drain lines. 

¶ Dispose of condensate per local codes. 

INFORMATION 

¶ Water heaters have an integrated condensate 
collector. 

¶ The condensate drain pipe should be as short 
as possible and have a downward pitch. 

¶ If the condensate drain gets blocked, a 
diagnostic code will display on the controller. If 
this occurs, the condensate drain must be 
cleaned. 

¶ The condensate trap will automatically prime 
(self-prime) during operation of the unit as 
condensate forms. Condensate draining from 
the unit indicates that the trap is full and that 
there is no blockage in the condensate drain. It 
is not necessary to add water to the 
condensate trap. 

¶ A condensate neutralizer kit (Part Number: 
804000074) is available from Rinnai. The kit 
allows condensate to flow through neutralizing 
media that raises the pH of the condensate to 
a level that will help prevent corrosion of the 
drain and public sewer system. 

A condensate line must be installed to the 1/2 in. 
PVC elbow located at the left side of the lower 
enclosure. 

Condensate line must pitch toward the drain. 

Air gap must be installed on the condensate line 
to enable the condensate to drain. 

CORRECT 

Pipe open to 
atmosphere 

Pipe submerged  
in water 

NOT  
CORRECT 

Water  
Level 

Water  
Level 

¶ The end of the condensate drain pipe should 
be open to the atmosphere. The end should 
not be under water or other substances.  

EXTERNAL TRAP  
NOT REQUIRED 

5h bh¢ 

¶ DO NOT connect the condensate drain line 
with an air conditioning evaporator coil drain. 

¶ Water heaters have an integrated 
condensate trap. DO NOT install an external 
condensate trap.  

Condensate Drain 
(1/2 in. PVC) 

Figure 40 


